


Cabinets
N

| Open Full Height

The width, height and depth dimensions can be varied as required.

Unless otherwise requested, the following will be used to determine the number
of adjustable shelves in each wall cabinet:

Between 36" and (including) 42” tall — 3 shelves
Between 42" and (including) 60" — 4 shelves
Greater than 60" — 5 shelves

877-556-7677 4 563-556-7600 4 fax: 563-556-0832 ¢ www.vanguardtops.com




Cabinets

Vanguard Stock Hardware and Colors/Patterns I
Melamine
Hardware
Duramine by Georgia-Pacific
Oxford White W811 Hinge — Grass Nexis110 degree self-
or equivalent closing concealed

Slides — Grass Zargen drawer system,

Plastic Laminate
Pulls — 96mm center-to-center dull

See section M for stock laminate chrome wire pull

Base Cab Supports — height
Edging adjustable legs

0.5mm PVC Toe Kicks — Removable, Clip-on

877-556-7677 4 563-556-7600 4 fax: 563-556-0832 ¢ www.vanguardtops.com




Cabinets

I Optional Upgrades

Hardware

Hinges: 125 degree opening angle, concealed self closing
170 degree opening angle, concealed self closing

G* Force controlled closing device

Drawer Slides: Full Extension (standard on file drawers)

Pulls: any pull; just let us know your requirements

Edging

Plastic laminate
Imm PVC
2mm PVC
3mm PVC

Colors/Patterns

Melamine
All colors and patterns from Panolam & Duramine
Custom colors available in larger quantities

Plastic Laminate
All colors and patterns from Wilsonart, Formica, Pionite, and Nevamar.

Wood Veneer
Most species available, ships unfinished
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Cabinets

Quote Checklist I

In order to minimize the time required to return an accurate quote to you, the following check
list is provided for your use.

1) Cabinet layout.

2) Dimensions for the width, height, and depth of each cabinet.
3) Label any finished ends (or backs) on the cabinets.

4) Color of exterior melamine, laminate, or wood veneer.

5) Drawers that are file drawers should be indicated.

6) Door and drawer edging required.

7) Location and dimensions of all fillers, if needed.

8) Open shelf unit’s interior color.

9) Deviations required from the standard hardware, if applicable.
10) Deviations required from the standard for the number of shelves or drawers, if applicable.
11) Your fax and phone number.

Once this information has been assembled, fax to Vanguard at 563-556-0832.

We will fax a quote back to you as quickly as possible.
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Karran under-mount sinks

I Information

Models: Karran Composite sinks go to www.karranproducts.com
Lansen (a Karran company) Stainless Steel sinks go to www.edgesinks.com and click on “edge”

Colors: Composite sinks come in two colors: white and bisque and Lansen’s are stainless.

Lead Time: The lead time of your top will not be negatively affected by adding a Karran sink, unless
it is a stock top order. Stock orders with sinks will have the same lead-time as a level 1 color.

Warranty: Karran offers a 50-year warranty on the composite sink itself. Lansen offers a 25-year
warranty on the stainless steel sink itself. The tops, along with the bond between the sink and the top
hold a one-year warranty from Vanguard. If the sink itself has a problem after one year, and before
year 50, Karran will replace or repair the sink and provide $300 toward installation of the new sink.
The removal of the damaged sink and installation of a new sink is very difficult and well in excess of
$300. Additionally, if the laminate edge is damaged either by the homeowner or in the removal
process, a drop in sink with a lip must be installed or the top must be remade, adding to the cost.
Additionally, the warranty does not provide any reimbursement for removal and reinstallation of the
tops, the plumbing, or any transportation or incidental costs.

Chips: The Karran sink to be quite difficult to chip, mark, or damage. However, the laminate edge
where the lami meets the sink is still laminate and susceptible to chips. If for example a homeowner
dropped a canned food and it landed in the sink, we would expect no damage. Additionally, Karran
offers a chip repair kit to fix chips in the sink. However, if the can hit the edge, a chip could occur.
Removal of this chip is difficult at best. Sanding the edge back to remove the chip will work for very
small chips. Bigger chips might require too much material being removed from the sink sidewalls
which is 3/16” and could weaken the sink. Larger chips would require the top and the sink both be
replaced, or a drop in sink with a rim be installed to cover the chip.

Raised Edge: In our experience we have noticed a slight bump or raised edge as the laminate over
particleboard transitions to lami over the sink lip. The bump is very slight and most detectible at the
corners. It is slightly visible in the right light and angle, and worse on certain colors and glossier
finishes that telegraph the core changes. We have refined our production procedures to minimize the
slight bump to .030” or less, but the discerning homeowner may feel it or see it in the right light. Our
sample display from Karran has the same slight bump on it, which came from the factory. This bump
is minimal, as you will see with your first order, but we felt the need to mention it. Tops with sinks
will not be returnable for this reason. Please inform your customer of this situation. Tops with sinks
will not be returnable for this reason.

Order With Confidence: We feel it necessary to mention the above so you are fully informed,
however, to date we have thousands of Karran sinks in the field dating back to 2004 and we have had
only a few problems. This is an excellent product that we at VVanguard have put in our own homes.

877-556-7677 4 563-556-7600 4 fax: 563-556-0832 ¢ www.vanguardtops.com




MINIMUM CAPPED END OVERHANG FOR
VARIOUS RADIUS CORNERS ON

POSTFORMED TOPS
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MINIMUM CAPPED END OVERHANG FOR
VARIOUS CLIPPED CORNERS ON
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